
FIXED FOOT Diameter 20/50 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

30000 M6x13 13 20 M6 7 20 220

30010 M8x20 20 25 M8 10 30 335 

30020 M10x20 20 25 M10 10 30 335 

30030 M8x20 20 30 M8 11,5 31,5 445 

30040 M10x20 20 30 M10 11,5 31,5 445 

30050 M8x25 25 40 M8 13,5 38,5 625 

30060 M10x25 25 40 M10 13,5 38,5 625 

30070 M10x30 30 50 M10 15,5 45,5 850 

30080 M12x35 30 50 M12 15,5 50,5 850 

Polyamide base with chromate case, galvanized steel  screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE FIXED FOOT  30/60 

30100 M8x20 20 30 M8 11,5 31,5 445 

30110 M10x20 20 30 M10 11,5 31,5 445 

30120 M8x25 25 40 M8 14,5 39,5 560 

30130 M10x25 25 40 M10 14,5 39,5 560 

30140 M10x35 35 50 M10 17 52 785 

30150 M12x35 35 50 M12 17 52 785 

30160 M12x35 35 60 M12 17 52 895 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 

Polyamide base, galvanized steel screw 



RUBBER FIXED FOOT   

7040-8X25F Galvanized Steel M8x25 25 40 M8 16 41 400 

7040-10X25F Galvanized Steel M10x25 25 40 M10 16 41 505 

7040-12X25F Galvanized Steel M12x25 25 40 M12 16 41 705 

7040-8X25I Stainless Steel M8x25 25 40 M8 16 41 400 

7040-10X25I Stainless Steel M10x25 25 40 M10 16 41 505 

7040-12X25I Stainless Steel M12x25 25 40 M12 16 41 705 

Rubber base (NBR 70 shore). Steel/stainless steel ( 1.4301) screw. 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



RUBBER FIXED FOOT

7030-6X18F M6x18 10 30 M6 18 28 220 
7030-6X38F M6x38 10 30 M6 38 48 220 

7030-8X18F M8x18 10 30 M8 18 28 265 
7030-8X38F M8x38 10 30 M8 38 48 265 

7030-10X28F M10x28 10 30 M10 28 38 310
7030-10X38F M10x38 10 30 M10 38 48 310 

7030-12X28F M12x28 10 30 M12 28 38 335 

7035-8X18F M8x18 12 35 M8 18 30 
7035-8X38F M8x38 12 35 M8 38 50 

7035-10X18F M10x18 12 35 M10 18 30 310 
7035-10X38F M10x38 12 35 M10 38 50 310 

7035-12X18F M12x18 12 35 M12 18 30 335 
7035-12X38F M12x38 12 35 M12 38 50 335 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

A D F B H Lbs. 

Rubber base (NBR 70 shore). Steel/stainless steel ( 1.4301) screw on request. 

265 
265 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



RUBBER FIXED FOOT OCTAGONAL CH.36 

36 

70350-8X20F Galvanized Steel M8x20 20 38 M8 9 29 400 

70350-8X40F Galvanized Steel  M8x40 40 38 M8 9 49 505 

70350-10X20F Galvanized Steel  M10x20 20 38 M10 9 29 705 

70350-10X40F Galvanized Steel  M10x40 40 38 M10 9 49 400 

70350-12X40F Galvanized Steel  M12x40 40 38 M12 9 49 505 

Rubber base (NBR 70 shore). Steel/stainless steel ( 1.4301) screw on request. 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE FIXED FOOT  

30200 M10x20 20 30 M10 15 35 175 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Polyamide base and screw

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE FIXED FOOT

30400 M6x17 17 25 M6 7 24 335 

30410 M8x25 25 25 M8 7 32 335 

30420 M10x35 35 25 M10 7 42 335 

30430 M8x25 25 35 M8 9 34 560 

30440 M10x25 25 35 M10 9 34 560 

30450 M10x30 30 35 M10 9 39 560 

30460 M10x35 35 35 M10 9 44 560 

30470 M10x40 40 35 M10 9 49 560 

30300 M6x20 20 20 M6 6,5 26,5 335 

30310 M8x22 22 28 M8 8 30 445 

30320 M10x25 25 32 M10 9,5 34,5 560 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Polyamide base, galvanized steel screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE FIXED FOOT

30500 M8x20 20 40 M8 10 30 670 

30510 M10x20 20 40 M10 10 30 670 

30600 M8x25 25 25 M8 8 33 560 

30610 M8x35 35 25 M8 8 43 560 

30620 M10x25 25 25 M10 8 33 560 

30630 M10x35 35 25 M10 8 43 560 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Hexagonal polyamide base, galvanized steel screw 

Polyamide base, galvanized steel screw 

POLYAMIDE HEXAGONAL FIXED FOOT KEY

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



FIXED FOOT WITH HEXAGONAL SEAT

30700 M8x25 25 38 M8 15 40 560 

POLYAMIDE BASE FOR SCREW M10 

MAIN DIMENSIONS 
CODE Description STATIC LOAD

D F H 

30800 Hexagon Screw 17 40 M10 20 670 

MAIN DIMENSIONS 
CODE Description 

STATIC LOAD 

B D F A H Lbs. 

Lbs.

Polyamide base with hexagonal seat, galvanized iron  screw 

Hexagonal polyamide base, galvanized steel screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE ARTICULATED FOOT 

MAIN DIMENSIONS 
CODE Description STATIC LOAD 

B D F A H G Lbs.

30900 M10x40 chrome-plated 40 40 M10 18 58 11,5 785 

30910 M10x40 chrome-plated 40 40 M10 18 58 11,5 785 

30920 M10x60 chrome-plated 60 40 M10 18 78 11,5 785 

30930 M10x60 chrome-plated 60 40 M10 18 78 11,5 785 

30940 M10x40 chrome-plated 40 50 M10 20 60 13,5 1010 

30950 M10x40 chrome-plated 40 50 M10 20 60 13,5 1010 

30960 M10x60 chrome-plated 60 50 M10 20 80 13,5 1010 

30970 M10x60 chrome-plated 60 50 M10 20 80 13,5 1010 

Black polyamide base (chromate case available),slig thly articulated galvanized steel screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE ARTICULATED FOOT

31000 M10x10 10 26 M10 16,5 26,5 11,5 335 

31010 M10x20 20 26 M10 16,5 36,5 11,5 335 

31020 M10x30 30 26 M10 16,5 46,5 11,5 335 

31100 M8x30 30 38 M8 14 44 10 670 

MAIN DIMENSIONS 
CODE Description STATIC LOAD 

B D F A H G Lbs.

MAIN DIMENSIONS 
CODE Description STATIC LOAD 

B D F A H G Lbs.

Black polyamide base, articulated galvanized steel screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



POLYAMIDE ARTICULATED FOOT

MAIN DIMENSIONS 
CODE STATIC LOAD Description 

B D F A H G CH Lbs. 

31150/Z M10x50 50 80 M10 24 74 15 10 670 

31150/I M10x50 50 80 M10 24 74 15 10 670 

31152/Z M10x100 100 80 M10 24 124 15 10 670 

31152/I M10x100 100 80 M10 24 124 15 10 670 

31154/Z M12x50 50 80 M12 24 74 15 12 670 

31154/I M12x50 50 80 M12 24 74 15 12 670 

31156/Z M12x100 100 80 M12 24 124 15 12 670 

31156/I M12x100 100 80 M12 24 124 15 12 670 

MAIN DIMENSIONS 
CODE STATIC LOAD 

D D1 D2 G H H1 CH Lbs.

31400 80 50 47 20 65 48 17 220 

Polyamide base , screw and plug 

Polyamide base with screwdriver seat for automatic screwing. Galvanized steel screw 

POLYAMIDE COMPONENT FOR TUBE  50 TH. 1,5 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



GALVANIZED FOOT

31200 M10x40 40 46 M10 13,5 53,5 7 1235 

31210 M10x60 60 46 M10 13,5 73,5 7 1235 

MAIN DIMENSIONS 
CODE Description STATIC LOAD 

B D F A H G Lbs.

Galvanized iron base, articulated galvanized steel screw 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



SQUARE PLUG 

CODE Description EXTERNAL SQUARE 
H H1 

SCREW 
Q F 

32100 Square 15x15 M10 15x15 5 18 M10 

32101 Square 16x16 M10 16x16 5 18 M10 

32102 Square 18x18 M10 18x18 5 18 M10 

32103 Square 20x20 M10 20x20 5 18 M10 

32104 Square 22x22 M10 22x22 5 18 M10 

32105 Square 25x25 M10 25x25 5 19 M10 

32106 Square 30x30 M10 30x30 6 20 M10 

32107 Square 35x35 M10 35x35 6 21 M10 

32108 Square 40x40 M10 40x40 6 22 M10 

32109 Square 50x50 M10 50x50 7 30 M10 

Polyamide plug for square tubes 

Also available with M8 by request 



ROUND PLUG 

CODE Description EXTERNAL ROUND 
H H1 

SCREW 
D F 

32000 18 M10 18 6 18 M10 

32001 20 M10 20 6 18 M10 

32002 22 M10 22 6 19 M10 

32003 25 M10 25 6 19 M10 

32004 28 M10 28 6 19 M10 

32006 30 M10 30 6 19 M10 

32007 32 M10 32 6 19 M10 

32008 35 M10 35 6 20 M10 

32009 40 M10 40 6 20 M10 

32010 45 M10 45 6 21 M10 

32011 50 M10 50 6 21 M10 

Polyamide plug for round tubes

Also available with M8 by request 



SQUARE PLUG 

CODE Description EXTERNAL SQUARE 
H H1 Q 

33100 Square 25x25 25x25 6 20 

33101 Square 30x30 30x30 6 21 

33103 Square 35x35 35x35 6 21 

33105 Square 40x40 40x40 6 21 

33107 Square 50x50 50x50 6 21 

34100 Square 25x25 25x25 5 20 

34101 Square 30x30 30x30 5 21 

34103 Square 35x35 35x35 4 21 

34105 Square 40x40 40x40 4 21 

34107 Square 50x50 50x50 5 21 

CODE Description EXTERNAL SQUARE 
H H1 Q 

Polyamide plug for square tubes. 



ROUND PLUG 

34200 Round 20 20 4 9,5 

34202 Round 22 22 4 10 

34204 Round 25 25 4 13 

34206 Round 28 28 5 15 

34208 Round 30 30 5 17 

34210 Round 32 32 5 16 

34212 Round 35 35 5 17 

34214 Round 40 40 5 17 

34216 Round 45 45 5 17 

34218 Round 50 50 5 17 

34220 Round 60 60 5 17 

Polyamide plug for round tubes. 

CODE Description EXTERNAL ROUND
H H1 D 


