
PLASTIC BASE  40 WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

10000 10001 M8X25 27 25 40 12 M8 16,5 52 55 2245 

10002 10003 M8X50 27 50 40 12 M8 16,5 77 80 2245 

10004 10005 M8X75 27 75 40 12 M8 16,5 102 105 2245 

10006 10007 M8X100 27 100 40 12 M8 16,5 127 130 2245 

10008 10009 M10X25 27 25 40 12 M10 16,5 52 55 2245 

10010 10011 M10X50 27 50 40 12 M10 16,5 77 80 2245 

10012 10013 M10X75 27 75 40 12 M10 16,5 102 105 2245 

10014 10015 M10X100 27 100 40 12 M10 16,5 127 130 2245 

10016 10017 M10X125 27 125 40 12 M10 16,5 152 155 2245 

10008/12 10009/12 M12X25 27 25 40 12 M12 16,5 52 55 2245 

10010/12 10011/12 M12X50 27 50 40 12 M12 16,5 77 80 2245 

10012/12 10013/12 M12X75 27 75 40 12 M12 16,5 102 105 2245 

10014/12 10015/12 M12X100 27 100 40 12 M12 16,5 127 130 2245 

10016/12 10017/12 M12X125 27 125 40 12 M12 16,5 152 155 2245 

Stainless steel screw in 1.4301 (1.4401on specific request). The leveling mount could be supplied, on request, with steel nut . 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



PLASTIC BASE  50 WITH ARTICULATED STAINLESS STEEL SCREW 30°

10018 10019 M10X25 30 25 50 14 M10 20 55 58 2470 

10020 10021 M10X50 30 50 50 14 M10 20 80 83 2470 

10022 10023 M10X75 30 75 50 14 M10 20 105 108 2470 

10024 10025 M10X100 30 100 50 14 M10 20 130 133 2470 

10026 10027 M10X125 30 125 50 14 M10 20 155 158 2470 

10028 10029 M12X25 30 25 50 14 M12 20 55 58 2470 

10030 10031 M12X50 30 50 50 14 M12 20 80 83 2470 

10032 10033 M12X75 30 75 50 14 M12 20 105 108 2470 

10034 10035 M12X100 30 100 50 14 M12 20 130 133 2470 

10036 10037 M12X125 30 125 50 14 M12 20 155 158 2470 

10038 10039 M14X25 30 25 50 14 M14 20 55 58 2470 

10040 10041 M14X50 30 50 50 14 M14 20 80 83 2470 

10042 10043 M14X75 30 75 50 14 M14 20 105 108 2470 

10044 10045 M14X100 30 100 50 14 M14 20 130 133 2470 

10046 10047 M14X125 30 125 50 14 M14 20 155 158 2470 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Stainless steel screw is AIS 304 (AIS 316 available by request). The leveling mount can be supplied 

with steel nut upon request. 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



PLASTIC BASE  65 WITH ARTICULATED STAINLESS STEEL SCREW 30°

10048/10 10049/10 M10X50 33 50 65 14 M10 23 83 86 2470 

10050/10 10051/10 M10X75 33 75 65 14 M10 23 108 111 2470 

10052/10 10053/10 M10X100 33 100 65 14 M10 23 133 136 2470 

10054/10 10055/10 M10X125 33 125 65 14 M10 23 158 161 2470 

10048/12 10049/12 M12X50 33 50 65 14 M12 23 83 86 2470 

10050/12 10051/12 M12X75 33 75 65 14 M12 23 108 111 2470 

10052/12 10053/12 M12X100 33 100 65 14 M12 23 133 136 2470 

10054/12 10055/12 M12X125 33 125 65 14 M12 23 158 161 2470 

10048 10049 M14X50 33 50 65 14 M14 23 83 86 3370 

10050 10051 M14X75 33 75 65 14 M14 23 108 111 3370 

10052 10053 M14X100 33 100 65 14 M14 23 133 136 3370 

10054 10055 M14X125 33 125 65 14 M14 23 158 161 3370 

10056 10057 M14X150 33 150 65 14 M14 23 183 186 3370 

10058 10059 M14X175 33 175 65 14 M14 23 208 211 3370 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Stainless steel screw is AIS 304 (AIS 316 available by request). The leveling mount can be supplied 

with steel nut upon request. 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



PLASTIC BASE  65 WITH ARTICULATED STAINLESS STEEL SCREW 30°

10060 10061 M16X50 37 50 65 13 M16 23 87 90 3370 

10062 10063 M16X75 37 75 65 13 M16 23 112 115 3370 

10064 10065 M16X100 37 100 65 13 M16 23 137 140 3370 

10066 10067 M16X125 37 125 65 13 M16 23 162 165 3370 

10068 10069 M16X150 37 150 65 13 M16 23 187 190 3370 

10070 10071 M16X175 37 175 65 13 M16 23 212 215 3370 

10072 10073 M16X200 37 200 65 13 M16 23 237 240 3370 

10060/20 10061/20 M20X50 37 50 65 17 M20 23 87 90 3370 

10062/20 10063/20 M20X75 37 75 65 17 M20 23 112 115 3370 

10064/20 10065/20 M20X100 37 100 65 17 M20 23 137 140 3370 

10066/20 10067/20 M20X125 37 125 65 17 M20 23 162 165 3370 

10068/20 10069/20 M20X150 37 150 65 17 M20 23 187 190 3370 

10070/20 10071/20 M20X175 37 175 65 17 M20 23 212 215 3370 

10072/20 10073/20 M20X200 37 200 65 17 M20 23 237 240 3370 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Stainless steel screw is AIS 304 (AIS 316 available by request). The leveling mount can be supplied 

with steel nut upon request. 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 



PLASTIC BASE  83 WITH ARTICULATED STAINLESS STEEL S CREW 30°

10074/10 10075/10 M10X50 38 50 83 14 M10 27 88 91 3370 

10076/10 10077/10 M10X75 38 75 83 14 M10 27 113 116 3370 

10078/10 10079/10 M10X100 38 100 83 14 M10 27 138 141 3370 

10080/10 10081/10 M10X125 38 125 83 14 M10 27 163 166 3370 

10074/12 10075/12 M12X50 38 50 83 14 M12 27 88 91 3370 

10076/12 10077/12 M12X75 38 75 83 14 M12 27 113 116 3370 

10078/12 10079/12 M12X100 38 100 83 14 M12 27 138 141 3370 

10080/12 10081/12 M12X125 38 125 83 14 M12 27 163 166 3370 

10074/14 10075/14 M14X50 38 50 83 14 M14 27 88 91 4495 

10076/14 10077/14 M14X75 38 75 83 14 M14 27 113 116 4495 

10078/14 10079/14 M14X100 38 100 83 14 M14 27 138 141 4495 

10080/14 10081/14 M14X125 38 125 83 14 M14 27 163 166 4495 

10082/14 10083/14 M14X150 38 150 83 14 M14 27 188 191 4495 

10084/14 10085/14 M14X175 38 175 83 14 M14 27 213 216 4495 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fib erglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rub ber) 

Stainless steel screw is AIS 304 (AIS 316 available  by request). The leveling mount can be supplied 
with steel nut upon request. 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 


