
PLASTIC BASE (40mm/1.5in) WITH ARTICULATED STEEL SCREW 30°

10220 10221 M8X25 27 25 40 12 M8 16,5 52 55 2245 

10222 10223 M8X50 27 50 40 12 M8 16,5 77 80 2245 

10224 10225 M8X75 27 75 40 12 M8 16,5 102 105 2245 

10226 10227 M8X100 27 100 40 12 M8 16,5 127 130 2245 

10228 10229 M10X25 27 25 40 12 M10 16,5 52 55 2245 

10230 10231 M10X50 27 50 40 12 M10 16,5 77 80 2245 

10232 10233 M10X75 27 75 40 12 M10 16,5 102 105 2245 

10234 10235 M10X100 27 100 40 12 M10 16,5 127 130 2245 

10236 10237 M10X125 27 125 40 12 M10 16,5 152 155 2245 

10228/12 10229/12 M12X25 27 25 40 12 M12 16,5 52 55 2245 

10230/12 10231/12 M12X50 27 50 40 12 M12 16,5 77 80 2245 

10232/12 10233/12 M12X75 27 75 40 12 M12 16,5 102 105 2245 

10234/12 10235/12 M12X100 27 100 40 12 M12 16,5 127 130 2245 

10236/12 10237/12 M12X125 27 125 40 12 M12 16,5 152 155 2245 

CODE MAIN DIMENSIONS STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 

Galvanized steel screw.  The leveling mount can be supplied with steel nut upon request.



PLASTIC BASE (50mm/2in) WITH ARTICULATED STEEL SCREW 30°

10238 10239 M10X25 30 25 50 14 M10 20 55 58 2470 

10240 10241 M10X50 30 50 50 14 M10 20 80 83 2470 

10242 10243 M10X75 30 75 50 14 M10 20 105 108 2470 

10244 10245 M10X100 30 100 50 14 M10 20 130 133 2470 

10246 10247 M10X125 30 125 50 14 M10 20 155 158 2470 

10248 10249 M12X25 30 25 50 14 M12 20 55 58 2470 

10250 10251 M12X50 30 50 50 14 M12 20 80 83 2470 

10252 10253 M12X75 30 75 50 14 M12 20 105 108 2470 

10254 10255 M12X100 30 100 50 14 M12 20 130 133 2470 

10256 10257 M12X125 30 125 50 14 M12 20 155 158 2470 

10258 10259 M14X25 30 25 50 14 M14 20 55 58 2470 

10260 10261 M14X50 30 50 50 14 M14 20 80 83 2470 

10262 10263 M14X75 30 75 50 14 M14 20 105 108 2470 

10264 10265 M14X100 30 100 50 14 M14 20 130 133 2470 

10266 10267 M14X125 30 125 50 14 M14 20 155 158 2470 

CODE MAIN DIMENSIONS STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 

Galvanized steel screw.  The leveling mount can be supplied with steel nut upon request.



PLASTIC BASE (65mm/2.5in) WITH ARTICULATED STEEL SCREW 30°

10268/10 10269/10 M10X50 33 50 65 14 M10 23 83 86 2470 

10270/10 10271/10 M10X75 33 75 65 14 M10 23 108 111 2470 

10272/10 10273/10 M10X100 33 100 65 14 M10 23 133 136 2470 

10274/10 10275/10 M10X125 33 125 65 14 M10 23 158 161 2470 

10268/12 10269/12 M12X50 33 50 65 14 M12 23 83 86 2470 

10270/12 10271/12 M12X75 33 75 65 14 M12 23 108 111 2470 

10272/12 10273/12 M12X100 33 100 65 14 M12 23 133 136 2470 

10274/12 10275/12 M12X125 33 125 65 14 M12 23 158 161 2470 

10268 10269 M14X50 33 50 65 14 M14 23 83 86 3370 

10270 10271 M14X75 33 75 65 14 M14 23 108 111 3370 

10272 10273 M14X100 33 100 65 14 M14 23 133 136 3370 

10274 10275 M14X125 33 125 65 14 M14 23 158 161 3370 

10276 10277 M14X150 33 150 65 14 M14 23 183 186 3370 

10278 10279 M14X175 33 175 65 14 M14 23 208 211 3370 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 

Galvanized steel screw.  The leveling mount can be supplied with steel nut upon request.



10280 10281 M16X50 33 50 65 16 M16 23 83 86 3370 

10282 10283 M16X75 33 75 65 16 M16 23 108 111 3370 

10284 10285 M16X100 33 100 65 16 M16 23 133 136 3370 

10286 10287 M16X125 33 125 65 16 M16 23 158 161 3370 

10288 10289 M16X150 33 150 65 16 M16 23 183 186 3370 

10290 10291 M16X175 33 175 65 16 M16 23 208 211 3370 

10292 10293 M16X200 33 200 65 16 M16 23 233 236 3370 

10282/20 10283/20 M20X75 37 75 65 17 M20 23 112 115 3370 

10284/20 10285/20 M20X100 37 100 65 17 M20 23 137 140 3370 

10286/20 10287/20 M20X125 37 125 65 17 M20 23 162 165 3370 

10288/20 10289/20 M20X150 37 150 65 17 M20 23 187 190 3370 

10290/20 10291/20 M20X175 37 175 65 17 M20 23 212 215 3370 

10292/20 10293/20 M20X200 37 200 65 17 M20 23 237 240 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

3370 

Base is black polyamide material, reinforced by fiberglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rubber) 

Load values mentioned above refer to static conditions calculated at half of the screw length. In 

conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 

accept responsibility for mounts that have been tampered or modified. 

Galvanized steel screw.  The leveling mount can be supplied with steel nut upon request.

PLASTIC BASE (65mm/2.5in) WITH ARTICULATED STEEL SCREW 30°



PLASTIC BASE (83mm/3.25in) WITH ARTICULATED STEEL S CREW 30°

10294/10 10295/10 M10X50 38 50 83 14 M10 27 88 91 3370 

10296/10 10297/10 M10X75 38 75 83 14 M10 27 113 116 3370 

10298/10 10299/10 M10X100 38 100 83 14 M10 27 138 141 3370 

10300/10 10301/10 M10X125 38 125 83 14 M10 27 163 166 3370 

10294/12 10295/12 M12X50 38 50 83 14 M12 27 88 91 3370 

10296/12 10297/12 M12X75 38 75 83 14 M12 27 113 116 3370 

10298/12 10299/12 M12X100 38 100 83 14 M12 27 138 141 3370 

10300/12 10301/12 M12X125 38 125 83 14 M12 27 163 166 3370 

10294/14 10295/14 M14X50 38 50 83 14 M14 27 88 91 4495 

10296/14 10297/14 M14X75 38 75 83 14 M14 27 113 116 4495 

10298/14 10299/14 M14X100 38 100 83 14 M14 27 138 141 4495 

10300/14 10301/14 M14X125 38 125 83 14 M14 27 163 166 4495 

10302/14 10303/14 M14X150 38 150 83 14 M14 27 188 191 4495 

10304/14 10305/14 M14X175 38 175 83 14 M14 27 213 216 4495 

CODE MAIN DIMENSIONS 
STATIC LOAD 

Standard 
Description 

A       B D F G H H1 Antislip Lbs. 

Base is black polyamide material, reinforced by fib erglass. Non-skid plate in NBR rubber 70 shore is 
available upon request (Standard code = without rub ber) 

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 

Galvanized steel screw.  The leveling mount can be supplied with steel nut upon request.


