
STAINLESS STEEL BASE (40mm/1.57in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

10438 10439 M8X25 25 25 40 12 M8 14.5 50 53 2245

10440 10441 M8X50 25 50 40 12 M8 14.5 75 78 2245

10442 10443 M8X75 25 75 40 12 M8 14.5 100 103 2245

10446 10447 M8X100 25 100 40 12 M8 14.5 125 128 2245

10448 10449 M10X25 25 25 40 12 M10 14.5 50 53 2245

10450 10451 M10X50 25 50 40 12 M10 14.5 75 78 2245

10452 10453 M10X75 25 75 40 12 M10 14.5 100 103 2245

10454 10455 M10X100 25 100 40 12 M10 14.5 125 128 2245

10456 10457 M10X125 25 125 40 12 M10 14.5 150 153 2245

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10458 10459 M10X25 28 25 50 14 M10 16 53 56 3370

10460 10461 M10X50 28 50 50 14 M10 16 78 81 3370

10462 10463 M10X75 28 75 50 14 M10 16 103 106 3370

10464 10465 M10X100 28 100 50 14 M10 16 128 131 3370

10466 10467 M10X125 28 125 50 14 M10 16 153 156 3370

10468 10469 M12X25 28 25 50 14 M12 16 53 56 3370

10470 10471 M12X50 28 50 50 14 M12 16 78 81 3370

10472 10473 M12X75 28 75 50 14 M12 16 103 106 3370

10474 10475 M12X100 28 100 50 14 M12 16 128 131 3370

10476 10477 M12X125 28 125 50 14 M12 16 153 156 3370

10478 10479 M14X25 28 25 50 14 M14 16 53 56 3370

10480 10481 M14X50 28 50 50 14 M14 16 78 81 3370

10482 10483 M14X75 28 75 50 14 M14 16 103 106 3370

10484 10485 M14X100 28 100 50 14 M14 16 128 131 3370

10486 10487 M14X125 28 125 50 14 M14 16 153 156 3370

STAINLESS STEEL BASE (50mm/2in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10488 10489 M14X50 30 50 65 14 M14 17 80 83 4495

10490 10491 M14X75 30 75 65 14 M14 17 105 108 4495

10492 10493 M14X100 30 100 65 14 M14 17 130 133 4495

10494 10495 M14X125 30 125 65 14 M14 17 155 158 4495

10496 10497 M14X150 30 150 65 14 M14 17 180 183 4495

10500 10501 M16X50 34.5 50 65 13 M16 17 84.5 89.5 4495

10502 10503 M16X75 34.5 75 65 13 M16 17 109.5 112.5 4495

10504 10505 M16X100 34.5 100 65 13 M16 17 134.5 137.5 4495

10506 10507 M16X125 34.5 125 65 13 M16 17 159.5 162.5 4495

10508 10509 M16X150 34.5 150 65 13 M16 17 184.5 187.5 4495

10510 10511 M16X175 34.5 175 65 13 M16 17 209.5 212.5 4495

STAINLESS STEEL BASE (65mm/2.56in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10514 10515 M16X50 36 50 80 13 M16 19.5 86 89 6740

10516 10517 M16X75 36 75 80 13 M16 19.5 111 114 6740

10518 10519 M16X100 36 100 80 13 M16 19.5 136 139 6740

10520 10521 M16X125 36 125 80 13 M16 19.5 159 163 6740

10522 10523 M16X150 36 150 80 13 M16 19.5 186 189 6740

10524 10525 M16X175 36 175 80 13 M16 19.5 211 214 6740

10526 10527 M16X200 36 200 80 13 M16 19.5 236 239 6740

10528 10529 M20X75 36 75 80 17 M20 19.5 111 114 6740

10530 10531 M20X100 36 100 80 17 M20 19.5 136 139 6740

10532 10533 M20X125 36 125 80 17 M20 19.5 161 164 6740

10534 10535 M20X150 36 150 80 17 M20 19.5 186 189 6740

10536 10537 M20X175 36 175 80 17 M20 19.5 211 214 6740

10538 10539 M20X200 36 200 80 17 M20 19.5 236 239 6740

10540 10541 M20X225 36 225 80 17 M20 19.5 261 264 6740

STAINLESS STEEL BASE (80mm/3.5in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10542 10543 M16X50 43 50 100 20 M16 20 93 96 7865

10544 10545 M16X75 43 75 100 20 M16 20 118 121 7865

10546 10547 M16X100 43 100 100 20 M16 20 143 146 7865

10548 10549 M16X125 43 125 100 20 M16 20 168 171 7865

10550 10551 M16X150 43 150 100 20 M16 20 193 196 7865

10552 10553 M16X175 43 175 100 20 M16 20 218 221 7865

10554 10555 M16X200 43 200 100 20 M16 20 243 246 7865

10560 10561 M20X75 43 75 100 20 M20 20 118 121 10,115

10562 10563 M20X100 43 100 100 20 M20 20 143 146 10,115

10564 10565 M20X125 43 125 100 20 M20 20 168 171 10,115

10566 10567 M20X150 43 150 100 20 M20 20 193 196 10,115

10568 10569 M20X175 43 175 100 20 M20 20 218 221 10,115

10570 10571 M20X200 43 200 100 20 M20 20 243 246 10,115

10572 10573 M20X225 43 225 100 20 M20 20 268 271 10,115

10574 10575 M20X250 43 250 100 20 M20 20 293 296 10,115

10578 10579 M24X75 44 75 100 20 M24 20 119 122 12,360

10580 10581 M24X100 44 100 100 20 M24 20 144 147 12,360

10582 10583 M24X125 44 125 100 20 M24 20 169 172 12,360

10584 10585 M24X150 44 150 100 20 M24 20 199 202 12,360

10586 10587 M24X175 44 175 100 20 M24 20 219 222 12,360

10588 10589 M24X200 44 200 100 20 M24 20 244 247 12,360

10590 10591 M24X225 44 225 100 20 M24 20 269 272 12,360

10592 10593 M24X250 44 250 100 20 M24 20 294 297 12,360

STAINLESS STEEL BASE (100mm/3.94in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10594 10595 M16X50 46 50 120 20 M16 23 96 99 7865

10596 10597 M16X75 46 75 120 20 M16 23 121 124 7865

10598 10599 M16X100 46 100 120 20 M16 23 146 149 7865

10600 10601 M16X125 46 125 120 20 M16 23 171 174 7865

10602 10603 M16X150 46 150 120 20 M16 23 196 199 7865

10604 10605 M16X175 46 175 120 20 M16 23 221 224 7865

10606 10607 M16X200 46 200 120 20 M16 23 246 249 7865

10612 10613 M20X75 46 75 120 20 M20 23 121 124 10,115

10614 10615 M20X100 46 100 120 20 M20 23 146 149 10,115

10616 10617 M20X125 46 125 120 20 M20 23 171 174 10,115

10618 10619 M20X150 46 150 120 20 M20 23 196 199 10,115

10620 10621 M20X175 46 175 120 20 M20 23 221 224 10,115

10622 10623 M20X200 46 200 120 20 M20 23 246 249 10,115

10624 10625 M20X225 46 225 120 20 M20 23 271 274 10,115

10626 10627 M20X250 46 250 120 20 M20 23 296 299 10,115

STAINLESS STEEL BASE (120mm/4.7in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10630 10631 M24X75 47 75 120 20 M24 23 122 125 12,360

10632 10633 M24X100 47 100 120 20 M24 23 147 150 12,360

10634 10635 M24X125 47 125 120 20 M24 23 172 175 12,360

10636 10637 M24X150 47 150 120 20 M24 23 197 200 12,360

10638 10639 M24X175 47 175 120 20 M24 23 222 225 12,360

10640 10641 M24X200 47 200 120 20 M24 23 247 250 12,360

10642 10643 M24X225 47 225 120 20 M24 23 272 275 12,360

10644 10645 M24X250 47 250 120 20 M24 23 297 300 12,360

10646 10647 M30X100 47 100 120 26 M30 23 147 150 14,610

10648 10649 M30X125 47 125 120 26 M30 23 172 175 14,610

10650 10651 M30X150 47 150 120 26 M30 23 197 200 14,610

10652 10653 M30X175 47 175 120 26 M30 23 222 225 14,610

10654 10655 M30X200 47 200 120 26 M30 23 247 250 14,610

10656 10657 M30X225 47 225 120 26 M30 23 272 275 14,610

10658 10659 M30X250 47 250 120 26 M30 23 297 300 14,610

STAINLESS STEEL BASE (120mm/4.7in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 



10884 10885 M20X75 49 75 140 20 M20 26 124 127 11,240

10886 10887 M20X100 49 100 140 20 M20 26 149 152 11,240

10888 10889 M20X125 49 125 140 20 M20 26 174 177 11,240

10890 10891 M20X150 49 150 140 20 M20 26 199 202 11,240

10892 10893 M20X175 49 175 140 20 M20 26 224 227 11,240

10894 10895 M20X200 49 200 140 20 M20 26 249 252 11,240

10904 10905 M24X75 49 75 140 20 M24 26 124 127 13,485

10906 10907 M24X100 49 100 140 20 M24 26 149 152 13,485

10908 10909 M24X125 49 125 140 20 M24 26 174 177 13,485

10910 10911 M24X150 49 150 140 20 M24 26 199 202 13,485

10912 10913 M24X175 49 175 140 20 M24 26 224 227 13,485

10914 10915 M24X200 49 200 140 20 M24 26 249 252 13,485

10920 10921 M30X100 49 100 140 26 M30 26 149 152 15,735

10922 10923 M30X125 49 125 140 26 M30 26 174 177 15,735

10924 10925 M30X150 49 150 140 26 M30 26 199 202 15,735

10926 10927 M30X175 49 175 140 26 M30 26 224 227 15,735

10928 10929 M30X200 49 200 140 26 M30 26 249 252 15,735

10930 10931 M30X225 49 225 140 26 M30 26 274 277 15,735

10932 10933 M30X250 49 250 140 26 M30 26 299 302 15,735

STAINLESS STEEL BASE (140mm/5.5in) 
WITH ARTICULATED STAINLESS STEEL SCREW 30°

CODE MAIN DIMENSIONS
STATIC LOAD

Standard
Description

A B D F G H H1Antislip Lbs

Stainless steel base AISI 304 (AISI 316 available upon reque st). Antislip mounts are availble
with NBR rubber 70 shore. Stainless steel screw AISI 304 (AIS I 316 available upon request).
The leveling element can be supplied, on request, with steel nut.

Load values mentioned above refer to static conditi ons calculated at half of the screw length. In 
conditions of vibrations or in presence of dynamic loads these values should be reduced. We cannot 
accept responsibility for mounts that have been tam pered or modified. 


